Table 2. U.S. Inputs and Production by PAD District
(Thousand Barrels per Day, Except Where Noted)

Current Week Last Week Year Ago 2 Years Ago Four-Week Averages
Product/Region 3121114 3114114 |Difference | 3/2213 | Pereent | 3p314p 32114 | 3i22n3 | Percent
Change Change
Refiner Inputs and Utilization
Crude Oil Inputs .. 15,092 14,951 141 14,878 1.4 14,451 15,061 14,354 4.9
East Coast (PADD 1) 1,035 1,073 -38 1,011 24 924 1,011 960 5.3
Midwest (PADD 2) ... 3,113 3,302 -190 3,281 -5.1 3,321 3,320 3,286 1.0
Gulf Coast (PADD 3) ... 7,912 7,661 251 7,663 3.2 7,564 7,735 7,198 7.5
Rocky Mountain (PADD 4) . 561 590 -28 590 -4.9 570 574 592 -3.0
West Coast (PADD 5) . 2,471 2,325 146 2,333 5.9 2,072 2,420 2,323 4.2
Gross Inputs ............... 15,324 15,251 73 15,173 1.0 14,635 15,364 14,649 4.9
East Coast (PADD 1) 1,037 1,086 -49 1,043 -0.6 925 1,028 998 3.0
Midwest (PADD 2) ... 3,114 3,309 -195 3,230 -3.6 3,331 3,325 3,228 3.0
Gulf Coast (PADD 3) ... 8,004 7,765 240 7,837 2.1 7,588 7,837 7,377 6.2
Rocky Mountain (PADD 4) . 561 591 -30 595 -5.6 572 576 594 -3.1
West Coast (PADD 5) . 2,607 2,500 107 2,468 5.6 2,219 2,598 2,452 6.0
Operable Capacity’ .... 17,818 17,818 0 17,703 0.6 17,315 17,818 17,629 1.1
East Coast (PADD 1) 1,297 1,297 0 1,293 0.3 1,188 1,297 1,293 0.3
Midwest (PADD 2) ... 3,769 3,769 0 3,723 1.2 3,663 3,769 3,723 1.2
Gulf Coast (PADD 3) ... 9,093 9,093 0 9,030 0.7 8,725 9,093 8,955 1.5
Rocky Mountain (PADD 4) . 630 630 0 625 0.8 623 630 625 0.8
West Coast (PADD 5) . 3,029 3,029 0 3,032 -0.1 3,116 3,029 3,032 -0.1
Percent Utilization? .... 86.0 85.6 0.4 85.7 -— 84.5 86.2 83.1 -—
East Coast (PADD 1) 80.0 83.7 -3.8 80.7 -— 77.9 79.3 77.2 -—
Midwest (PADD 2) ... 82.6 87.8 -5.2 86.8 -— 90.9 88.2 86.7 -—
Gulf Coast (PADD 3) ... 88.0 85.4 2.6 86.8 == 87.0 86.2 82.4 ==
Rocky Mountain (PADD 4) . 89.1 93.8 -4.7 95.1 -— 91.8 91.4 95.1 ——
West Coast (PADD 5) 86.1 82.5 3.5 81.4 == 71.2 85.8 80.9 ==
Refiner and Blender Net Production
Finished Motor Gasoline3 ..................c..ccccocv.e... 9,000 9,231 -232 8,861 1.6 8,756 9,156 8,745 4.7
Finished Motor Gasoline (less Adjustment)* 9,339 9,362 -24 9,002 3.7 8,659 9,321 8,755 6.5
East Coast (PADD 1) ... 2,822 2,935 -114 2,976 -5.2 2,805 2,867 2,814 1.9
Midwest (PADD 2) ..... 2,471 2,399 71 2,065 19.7 2,082 2,429 2,123 14.4
Gulf Coast (PADD 3) .. 2,106 2,177 -71 2,160 -2.5 1,983 2,145 1,995 7.5
Rocky Mountain (PADD 4) 356 335 22 284 25.6 301 324 310 4.5
West Coast (PADD 5) ... 1,585 1,516 68 1,517 4.4 1,489 1,556 1,513 2.9
Reformulated? ... 3,039 3,020 19 3,076 -1.2 2,900 3,016 2,981 1.2
Conventional* . 6,300 6,342 -42 5,926 6.3 5,759 6,305 5,774 9.2
Adjustment5 ... -339 -131 -208 -141 == 97 -165 -10 ==
Kerosene-Type Jet Fue 1,452 1,407 45 1,538 -5.6 1,407 1,460 1,428 2.2
East Coast (PADD 1) .. 77 76 1 80 -3.9 53 78 76 2.4
Midwest (PADD 2) .. 186 182 4 221 -15.4 205 194 202 -3.7
Gulf Coast (PADD 3) ... 740 741 -1 825 -10.2 742 742 721 2.8
Rocky Mountain (PADD 29 25 4 29 0.0 26 28 26 5.6
West Coast (PADD 5) .... 419 382 37 383 9.3 381 418 403 3.8
Distillate Fuel Oil ........... 4,733 4,715 19 4,204 12.6 4,285 4,667 4,223 10.5
East Coast (PADD 1) .. 338 361 -23 321 5.3 329 328 312 5.2
Midwest (PADD 2) .. 935 1,003 -68 922 1.4 921 1,003 959 4.5
Gulf Coast (PADD 3) ... 2,645 2,618 27 2,323 13.8 2,338 2,564 2,259 13.5
Rocky Mountain (PADD 4) 183 200 -17 184 -1.0 214 183 193 -5.4
West Coast (PADD 5) . 633 533 100 454 39.5 482 590 500 17.9
15 ppm sulfur and Under . 4,409 4,320 89 3,877 13.7 3,635 4,271 3,860 10.6
> 15 ppm to 500 ppm sulfur 95 80 15 113 -16.3 185 101 99 2.6
> 500 ppm sulfur .... 230 315 -85 214 7.4 464 295 264 1.7
Residual Fuel Oil . 439 487 -48 586 -25.1 531 445 569 -21.7
East Coast (PADD 1) .. 45 61 -16 47 -5.2 49 55 45 21.9
Midwest (PADD 2) .. 51 56 -5 46 11.9 3| 55] 50 9.9
Gulf Coast (PADD 3) ... 212 238 -26 379 -44.1 290 200 359 -44.1
Rocky Mountain (PADD 4) .... 16 16 0 14 16.6 16 15 11 35.8
West Coast (PADD 5) .... 115 118 -2 101 14.4 135 121 104 15.9
Propane/Propylene® ..... 1,395 1,361 34 1,285 8.5 1,252 1,380 1,276 8.1
East Coast (PADD 1) .. 122 127 -5 80 53.1 75 131 76 73.5
Midwest (PADD 2) 259 254 5 259 0.2 285 247 263 -6.1
Gulf Coast (PADD 3) 836 821 15 789 6.0 758 840 781 7.5
PADDs 4 and 5 177 159 18 158 12.0 133 162 157 3.1
Ethanol Plant Production

Fuel Ethanol 885 891 -7 805 9.9 889 885 804 10.1
East Coast (PADD 1) .. w W w w W w w w w
Midwest (PADD 2) .. 818 826 -7 758 7.9 830 819 760 7.8
Gulf Coast (PADD 3) ... w w W W w W w w w
Rocky Mountain (PADD 4) W w W w w W W W w
West Coast (PADD 5) w W W w W w w W W

= Not Applicable.

~ = Data Not Available.
V¥ = Data Withheld.

2

Based on the latest reported monthly operable capacity.

Calculated as gross inputs divided by the latest reported monthly operable capacity. See Glossary. Percentages are calculated using unrounded numbers.

3 Finished motor gasoline production and product supplied include a weekly adjustment applied only to the U.S. total to correct for the imbalance created by blending of fuel ethanol

and motor gasoline blending components. From 1993 to June 4, 2010, this adjustment was estimated from the latest monthly data and allocated to formulation and PAD District

production data.

4 Excludes adjustments for fuel ethanol and motor gasoline blending components. Historical data prior to June 4, 2010 includes the adjustment allocated by PAD District and

formulation.

5 Adjustment to correct for the imbalance created by the blending of fuel ethanol and motor gasoline blending components. For details see Appendix B.
6 Includes propane/propylene production from natural gas plants.

Notes: Data may not add to total due to independent rounding. Differences and percent changes are calculated using unrounded numbers.

Source: See page 29.
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